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Freeway (Single-component Elastic Coating)  

date of revision 04.01.17 

1. IDENTIFICATION OF THE SUBSTANCE/COMPANY 

Trade name: Freeway (Single Component Elastic Coating)  
Manufacturer : Cimar Produzione Sr.l with plant in Salerno at via Mecio Gracco 8H/8I. 

Telephone number also for urgent calls: Tel +39 089 302418 

 

2. CHARACTERISTICS AND USES 

Freeway is an anti-slip thixotropic elastic coating based on acrylic copolymers modified in water dispersion, selected 
pigments, mineral fillers, rubbery aggregates and special additives. Freeway is waterproof, has excellent adhesion to 
the substrate and remains elastic over time. Freeway is used as a liquid, non-slip, water resistant, walkable sheath 
with elastic coating function for terraces, canopies and roofs in general. It is particularly suitable for coating cement, 
corrugated sheets, terraces, roofs and roofs in general. In case of an important surface, we recommend using our 

Extralarge as a waterproofing product. The Freeway can be used as a walkway above the Extralarge. 

 
3. IDENTIFICATION CHARACTERISTICS OF THE LIQUID PRODUCT 

Appearance: Granular paste  
Specific weight = 1.1±0.05 kg/L 
Application temperature +5°C ÷ +30°C 
Application thickness 2 mm  
Waiting time for drying out of touch (*) 6 hours 
Waiting time for complete drying (*) 4 days 
VOC content as required by Legislative Decree No. 161 of 27/05/2006: 140 g/l of product ready for use. 
VOC content of the product: 85 g/l of ready-to-use product 

 

4. EQUIPMENT  

Apply by brush or spatula. 

 

5. APPLICATION SUPPORT 

Clean and dry surfaces. The substrates must be treated with a suitable primer. 
It is advisable to abstain from the application in conditions or forecasts of rain and temperatures of + 5 °C. Speedy 
can facilitate application in adverse weather conditions. 
After 24 hours from the possible application of the primer, apply Freeway. 
Mix the product if necessary and apply with a smooth trowel with a thickness of about 1 mm, once the product has 
hardened, after removing any surface condensation, apply the second coat of product to achieve a total thickness of 
about 2 mm. 
The product in the first 6 hours of application is sensitive to rainwater. 
The sun may also create problems if the surface to be treated is directly exposed to its rays.  
On old roofs made of sheathing, bitumen and asphalt. 
Remove any traces of sheath, bitumen or asphalt that is not perfectly adherent with a metal brush. If in the presence 
of swelling, cut with a cutter, lift the flaps and after carefully letting dry paste with the same product. Then after 4-8 
hours apply the product evenly over the entire surface.  
After 4-8 hours proceed with the application of two coats at a distance of 12 hours from each other. 
On new concrete terraces, roofs or balconies. 

The area to be treated must be completely dry; to reach this state, the substrate must have at least 30 days of 
seasoning to harden. For an accurate waterproofing, clean thoroughly removing any trace of dust or dirt or other 
materials not perfectly adherent. To close any small holes in the plaster you can use the same type of mortar with 
which you built the plaster or grout specifically for outdoor use. After 12-24 hours from the last smoothing, apply the 
bituminous primer, solvent or water-based, over the entire surface to better promote the adhesion of the finishing 
product.  
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After 12-24 hours, apply two coats of product 12 hours apart.  
On terraces, roofs or balconies made of old concrete. 
For an accurate waterproofing we have to analyze the conditions in which the support is located. 
You can waterproof on an old wall as long as it is in good condition and the surface is not particularly dusty or 
uneven. In this case, it is necessary to verify the appropriateness of using a preventive consolidating treatment of the 
surface with a specific primer. 
Remove the dust and proceed with a grouting operation to better level the surface.  
After 12-24 hours from the last smoothing, apply the primer over the entire surface to better promote the adhesion of 
the finishing product. After 12-24 hours apply two coats of product at a distance of 12 hours from each other. 
 
Always apply an acrylic or bituminous primer as substrate on all non-absorbent surfaces. 

 

6. DILUTION 

Ready to use 

 

7. CONSUMPTION 

It is estimated at approx. 1.5 -2 Kg /sqm per coat. Two hands are recommended. 

 

8. INSTRUCTIONS FOR STORAGE 

Storage temperature: 5°C ÷ 30°C 
Stability in original packages : 12 months 
Packing : 10 Kg - 20 Kg 

 

9. AVAILABLE COLORS 

Light grey, dark grey, red, green, light blue and tuff yellow. 

 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The information contained in this brochure is, to the best of our knowledge, accurate and correct, but any recommendation or suggestion given is without 
any guarantee, as the conditions of use are not under our direct control. In case of doubt it is always advisable to carry out preliminary tests and/or ask for 
the intervention of our technicians. The company Cimar Produzione srl reserves the right to modify, replace and / or delete the articles, and change the data 
of the products shown in this brochure, without notice, in which case the information contained herein may no longer be valid.  


