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VIS IBLE  WATERPROOF ING SUBFLOOR APPL ICAT IONS

- Floor and wall coverings for pedestrians
- Terraces and balconies 

Before application, clean the surface by removing 
dust, loose brittle parts and oils. In the case of 
hydro-cleaning wait for the complete drying of the
surface. On the unfinished works it provides a shaving. 
The surfaces must be pre-treated with MembraneGold 
version without fibres diluted 35% with water,with 
consumption of 300 gr/m2. Then apply two coats of 
Gold FR membrane with consumption of 1 Kg/m2 each, 
it is essential to cross the two coats of product.

- For waterproofing: old floors,
cladding, bathrooms and showers

For waterproofing: old floors, cladding, bathrooms and 
showers. For applications on old floors or walls first check 
the condition of the joints, remove and restore the floor 
coverings or parts of the floor which are in the process of 
being posted. Product consumptionwill be 2 kg/m2 in two 
crossed coats. Before applying Membrana Gold FR on a 
cementitious substratepre-treat with Membrana Gold 
fibre-free versiondiluted 35% with water, consumption 
300 gr/m2; only on use tiles as Ultragrip primer.

Does not need to be protected
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       Subfloor application     Application on tiles  Standard application  Warnings

1. Ultragrip aggrappante - 300 gr/m21. Membrana Gold diluted to 35% - 300 gr/m2
1. Membrana Gold diluted to 35% - 300 gr/m2- Apply at temperatures between +5°C and +35°C.. 

- Avoid direct application on damp surfaces** or in
presence of rising damp or on attached screeds. 
- For applications on new cementitious substrates it is 
necessary to await its complete seasoning.
- Prepare steam exhalers, if necessary.
- The thickness of the individual coats of the products 
must not exceed 1mm.
- Once the application is finished, any stickiness 
residual can be removed with cement dusting.
- The layers of Membrana Gold FR, if not completely dried, 
are damaged by the action of the of: rain, dew and fog.

*With our wet primer inhibitor, you can apply the system 
even under such limit conditions.

 

2. Membrana Gold FR - 1 Kg/m22. Membrana Gold FR - 1 Kg/m2
2. Membrana Gold FR - 1 Kg/m2

3. Membrana Gold FR - 1 Kg/m23. Membrana Gold FR - 1 Kg/m2
3. Membrana Gold FR - 1 Kg/m2

4. Floor glue (class C2 upper)

application of the adhesive on  Membrana Gold FR Membrana Gold FR on a pedestrian terrace

Constitutes a monolithic system

Resists water stagnation

Provides flexibility down to -20°C

*The insurance is free of charge for all works with a surface area of more than 400 m2 subfloor
Apply with a rubber or steel spatula 
Before each application necessarily consult the technical data sheet 

Packaging: 
1,5 kg 

5 kg 10 kg 
20 kg 

Colours: 

for underfloor 
systems* 
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